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SUPPRESSOR FOR SIEMENS CONTACTOR
VDR+RC, 24...48 VAC/DC, 20 VA/W

24 \V AC/DC
RC + Varistor
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Ticari bilgiler

ECLASS-6.0 27371013
ECLASS-6.1 27371013
ECLASS-7.0 27371013
ECLASS-8.0 27371013
ECLASS-9.0 27371013
ECLASS-10.1 27371013
ECLASS-11.1 27371013
ECLASS-12.0 27371013

Bu veri sayfasindaki bilgiler en biyik ézenle hazirland.
Bilgilerin dogrulugu buttinliigi ve glincelligi konusunda ytkimlalik ihmali sinirdir. Stirim: 2024-04-25
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ETIM-5.0 EC002498
GTIN 4048879019934
Gulmrik tarife no (gtip) 85363010
Paket miktari 1

Appropriate contactors 3RT1.3/1.4

Damping factor 1.5x UN

Input voltage AC min. 24V
Input voltage AC max. 70V
Input voltage DC min. 24V
Input voltage DC max. 70V

Connection information Plug contact

Flame resistance flame retardant

Combustibility class housing (UL94) V-0
Material housing Plastic

Height 36 mm
Width 10,2 mm

Depth 36 mm

Operating temperature min. -20 °C

Operating temperature max. 70 °C

Bu veri sayfasindaki bilgiler en bliyiik 6zenle hazirland!.
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