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UNIVERSAL CONTACTOR SUPPRESSOR
RC, 230VAC/DC/50VA/W
300 V AC/DC

RC
For other configurations and voltages, please inquire.
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ECLASS-6.0 27371013
ECLASS-6.1 27371013
ECLASS-7.0 27371013
ECLASS-8.0 27371013
ECLASS-9.0 27371013
ECLASS-10.1 27371013

COF—aY— MCBENDBRERARDEIE LI > TEREhEL .
Liability for the correctness completeness and topicality of the information is restricted to gross negligence. Version: 2024-04-24

Murrelektronik GmbH | FalkenstraBe 3 | 71570 Oppenweiler | Fon +49 (71 91) 47-0 | Fax +49 (71 91) 47-491000 | shop@murrelektronik.com | shop.murrelektronik.com


https://shop.murrelektronik.com/20687?lang=9

%S POF(RRES 20687) "TMURR
mhAm ELEKTRONIK

stay connected

ECLASS-11.1 27371013
ECLASS-12.0 27371013
ETIM-5.0 EC002498
GTIN 4048879020312
HSa— Kk 85363010
Packaging unit 1

Appropriate contactors universal

Damping factor 1.5x UN

Holding power max. 50 W

Input voltage AC min. 110V
Input voltage AC max. 250 V
Input voltage DC min. 110V
Input voltage DC max. 250 V

Connection information flexible connection wires

Flame resistance flame retardant

Combustibility class housing (UL94) V-0
Material housing Plastic

Height 22 mm
Width 27 mm
Depth 11 mm

Operating temperature min. -20 °C

Operating temperature max. 70°C
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